
FUEL TEAM
Equipment Requirements

3-person Teams

Truck/Vehicle  ¾ Ton or 1 Ton Pickup truck (F250, 2500 series or larger) crew 
cab

 4x4 is a requirement / 18 min age / no serious criminal offenses / no DWIs

When deploying minimum gear in bed.. we will be loading gear into the bed of your truck..

100 gallon bed mounted diesel tank with pump, meter and filter

 Portable GPS unit with Lat/Long Entry 
 Cellular telephone and charger 
 Yellow rotating or strobe light 
 Tow strap or tow chain 
 Magnetic trailer light kit
 Adjustable height pintle hitch – 8000# minimum rating o 1 7/8”ball o 2” ball o 2 

5/16” ball o Wrench to change ball size if needed 
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 Electric brake controller installed in truck 
 Trailer wiring adapters - 4 way flat style - 6 way round style - 7 way round (RV) 
 Jumper Cables 
 5 Gallon Fuel Cans - One full with fuel type of your truck - One for use with diesel 

fuel 
 Spare fuel filter for your vehicle 
 Automobile jack or barrel jack 
 Tire plug kit 
 Reflective warning triangles (3) 
 Fire extinguisher (10-20 lb. ABC rated) 
 First aid kit with eye wash 
 Flashlight (extra batteries) 
 Spotlight
 Head lamp that clips to hard hat with extra batteries
 2 to 4 each of 2” ratchet straps Rated break of 10,000#
 Padlocks to secure equipment at night
 Chemical Resistant rubber gloves 
 RED color Hard hat(s) – OSHA/ANSI Z89.1-1986 (matches safety vest color)
 Eye and Face protection ANSI Z87.1-1989 
 RED color Reflective safety vest – ANSI/ISEA 107-2004 (matches Hard hat color) 
 Portable cooler – drinks & ice while deploying/refueling 
 Rain suit 
 Rubber muck boots 
 Sunscreen
  Insect Repellent 
 Drinking water 2-3 days’ supply 
 Snacks 2-3 days’ supply
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Tools (standard) 

 Basic hand tools 
 Standard combo wrench set & Socket set 
 Screw driver Set 
 Adjustable wrench set 
 Utility knife w/extra blades
 Rubber fueler gloves
 Disposable latex gloves
 Rags or shop towels
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